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Multiport Valve
Next to the pump and filter, the multiport valve is a swimming pool systems most  
important piece of equipment. It is important that it operates easily and properly.  
Some common symptoms of a malfunctioning multiport valve include water leaking  
out the backwash/waste line, dirt returning to the pool and water that never clears.

Multiport valve positions
Filter

This is the normal operation mode of the filter. It directs the flow of  
the water through the filter media and back into the pool.

Backwash

This mode reverses the flow of the water through the filter and sends  
it out the waste line. This cleans the dirt from the filter media.

Rinse

This mode sends the water through the filter as described in ‘filter’  
mode above, but instead of returning the water to the pool it sends  
water out the waste line. It should always be used straight after 
backwashing to make sure dirt does not return to the pool.

Waste

This mode directs the water from the pump  
to the waste line, bypassing the filter media. 
This is used to drain water from the pool.

Recirculate

This mode sends the water straight back  
to the pool, bypassing the filter media.  
It can be used to mix in chemicals,  
help prime the pump or if there is an 
issue with the filter tank.

Closed

This mode shuts off all the ports in  
the valve. It can be used to prevent  

the unnecessary loss of water when 
cleaning the pump basket or salt cell  

when the filtration system is situated below  
the pools water level. PLEASE NOTE: Do not  

turn the pump ON if this mode is selected.

CAUTION: Never turn the multi-port valve handle while 
the pool pump is ON and running. 


